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MeetingAgenda

Å Brief Summary of 
Virtual Meetings 

Å Review 
Recommendations

o Delay Index
o Highway 92
o Land Use Programs 

Å NextSteps



Brief Summary of Virtual Meetings



Connect the Coastside
Virtual Meetings

Å __ attendees across the 3 
meetings

ÅMeeting presentation 
recording and breakout 
room notes posted to CTC 
website

ÅFull report August 10th

MCC Meeting



Virtual Meetings
What We Heard ɀSupport

ÅGoals of the plan
ÅParallel Trail
ÅNeighborhood-level 

projects to address 
speeding

ÅBetter transit service, 
especially to rail stations 
and HMB



Virtual Meetings
What We Heard - Concerns

ÅLack of safe pedestrian 
crossings of SR-1 & 
discontinuous infrastructure

ÅTraffic congestion and 
difficulty turning on/off SR-1

ÅLack of school buses and 
transit makes it hard to shift 
from driving

ÅEmergencies, evacuation, 
and Safe Routes to School



Delay Index



What is Connect the Coastside?

ĐThe Plan identifies
measures to improve 
traffic and ensurefuture  
residential ŀƴŘ ƴƻƴπ  
residential development  
can be supported by the  
future transportation  
system andinfrastructure.



Different ways to measure how well the 
transportation system works:

Å Level of Service

Å Vehicle Miles Traveled

Å Delay Indices

Measuring Transportation Impacts



Connect the CoastsideRecommends using a 
ά5Ŝƭŀȅ LƴŘŜȄέ ǘƻ ƳŜŀǎǳǊŜ Ƙƻǿ ǿŜƭƭ a
roadway segment is performing

Defined as the ratio of peak period travel 
time on a corridor to free-flow travel time 
ǿƘŜǊŜ άǇŜŀƪ ǇŜǊƛƻŘέ Ґ ǿŜŜƪŘŀȅ ŎƻƳƳǳǘŜ 
and weekend midday

Measuring Transportation Impacts



When does a roadway segment become 
άŘŜŦƛŎƛŜƴǘέ ƛƴ /ƻƴƴŜŎǘ ǘƘŜ Coastsideusing the 
delay index?

Travel time along a vehicleπƻƴƭȅsegment with 
longer than 2x freeflow travel time.

Example: If a 5-minute trip during free-flow becomes 
longer than 10-minutes during a peak period on a 
vehicle-only stretch of road

RoadwayDeficiencies



When does a roadway segment become 
άŘŜŦƛŎƛŜƴǘέ ƛƴ /ƻƴƴŜŎǘ ǘƘŜ Coastsideusing 
the delay index?

Travel time along a ƳǳƭǘƛπƳƻŘŀƭsegment with  
longer than 3x freeflow travel time (a road 
with a parallel facility for people to walk, bike)

Example: If a 5-minute trip during free-flow 
becomes longer than 15-minutes during a 
peak period on a multi-modal stretch of road

RoadwayDeficiencies
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RoadwayDeficiencies

Segment

Weekday  
AM Peak  

Delay  Index

Weekday  
PM Peak  

Delay  Index

Weekend  
Midday  Peak
DelayIndex

SR-1 Northbound - MiradaRoadto 1st St 1.21 1.39 1.44

SR-1 Southbound ς1st St to Mirada Rd 1.52 2.31 1.94

SR-92 Northbound - HMB to I-280 5.03 1.80 4.53

SR-92 Southbound - I-280 to HMB 2.05 0.96 4.15
BOLD ςDoes not meet Standard(2.0)

Buildout Conditions Peak Hour Roadway Segment Delay Index



SR-92 Recommended Projects





Roadway and Intersection  
Circulation andSafety

Đ Intersection  
Improvements

Đ Roundaboutsat {wπфнand  {wπор

Lower(Eastern): replace signal with 
roundabout to improve LOS

Upper(Western):add roundabout to 
mitigate buildout scenario LOS


